























































































	Strymon Brig User Manual
	Knobs and Switches
	Front Panel Controls
	Onboard Tap Mode

	Rear Panel I/O and Control
	Mono and Stereo I/O Cable Connections

	Power Up Modes
	Bypass Mode for Mono I/O
	Spillover Mode
	Dry Signal
	LED Brightness
	Configuring the EXP/MIDI Jack

	External Control
	Syncing to MIDI Clock for Delay Time
	Expression Pedal Setup
	Favorite Switch Setup and Compare Mode
	Tap and Infinite Mode Jumper Switch Configuration
	External Tap Mode Switch Setup
	Infinite Mode Switch Setup
	Configuring Brig for MultiSwitch Plus
	Configuring MultiSwitch Plus for Brig
	Using MultiSwitch Plus in Preset Mode
	Saving Brig Presets with MultiSwitch Plus 
	Using MultiSwitch Plus in TAP-FAVORITE-INFINITE Mode

	MIDI Functionality
	Configuring Brig to Use MIDI
	Saving Presets in MIDI Mode

	MIDI Specifications
	MIDI Program Changes
	MIDI CCs

	Factory Reset
	Factory Default Settings

	Features
	Specifications
	Power Adapter Requirements

	Appendix 1: Sample Settings
	Appendix 2: Power Up Modes 
Quick Reference
	Strymon Non-Transferable Limited Warranty
	Safety and Compliance Information



